1 2 3 4 S 6 7 8

REV | ECN NO DRA APPD DATE
A FIRST RELEASE| George Gao Human Zhou 2013.09.12
A0.2
B
C o
U
g
0.40+005 < 5 Specifications:
IR 0.65%0.1 1) Material:
/oy 3 1-1.Molded portion: LCP resin ( UL94 V-0)
[ s 1-2.Contact and Post: Copper alloy.
R e 3 x 2) Surface treatment:
T | f = a H 2-1.Terminal portion: Base: Ni plating Surface: Au plating (except the terminal tips) ;
- + 1 < S| Exposed nickel portions.
= e e e e e e e e e o e = ! o 2-2.Metal clips: Base: Ni plating Surface: Au flash plating (except the terminal tips) Or Base:
) Ni plating Surface: Sn flash plating (except the terminal tips)
3) Characteristics:
/o 0,08+0.03
0.15¢003 i 3-1. Rated voltage: 60V AC/DC
S — EIETTTEI%TGISDN 3-2. Rated current: 0.3A/contact (Max. 5A at total contact)

3-3. Insulation resistance: Min. 1000M() (initial)

3-4. Breakdown voltage: 150V AC for 1 min.

3-5.Saltwater spray resistance (header and socket mated): 24 hours, insulation resistance
min.100M(), contact resistance max.
90mQ

3-6. Contact resistance: Max. 90mQ

3-7. Ambient temperature: -55°C-+85°C

14 M
\ 3-8. Storage temperature: -55°C-+85°C (product only); -40°C-+50°C (emboss packing)
3-9. Composite insertion force: Max. 0.981N/contacts X contacts (initial)

lilililiiiiiiiiiiiiiiiii m J r j L 3-10. Composite removal force: Min. 0.165N/contacts X contacts
s L o il e = (010 — ) 3-11. Post holding force: Min. 0.49N/contacts

3-12. Insertion and removal life: 50 times
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0 0 m0nnon boool oo m 2 Specifications:
| 1) Material:
T — p= [ N 1-1.Molded portion: LCP resin ( UL94 V-0)
+ o 1-2.Contact and Post: Copper alloy.
o +I
a 3 2) Surface treatment:
o \ o 2-1.Terminal portion: Base: Ni plating Surface: Au plating (except the terminal tips) ;
L Exposed nickel portions.
- | | L‘J O oo O 00 2-2.Metal clips: Base: Ni plating Surface: Au flash plating (except the terminal tips) Or Base:
[ Ni plating Surface: Sn flash plating (except the terminal tips)
RETENTION 3) Characteristics:
FITTINGS 0.08:003_||__ 3-1. Rated voltage: 60V AC/DC
0.14%003 _||__ 0,30%003 _ 3-2. Rated current: 0.3A/contact (Max. 5A at total contact)
3-3. Insulation resistance: Min. 1000M () (initial)
3-4. Breakdown voltage: 150V AC for 1 min.
3-5.Saltwater spray resistance (header and socket mated): 24 hours, insulation resistance
min.100MQ, contact resistance max.
14M* %% A 90mQ
P 3-6. Contact resistance: Max. 90m()
9 3-7. Ambient temperature: -55°C-+85C
L 3-8. Storage temperature: -55C-+85°C (product only); -40°C-+50°C (emboss packing)
1 [ || J E_/ j L 3-9. Composite insertion force: Max. 0.981N/contacts X contacts (initial)
EHEEE 1010 3-10. Composite removal force: Min. 0.165N/contacts X contacts
3-11. Post holding force: Min. 0.49N/contacts
TAF xxx MATING SECTION 3-12. Insertion and removal life: 30 times
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